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DETAILS.

75mm

EXISTING SURFACE
DESIGN SURFACE (STAGE 2)

TEMPORARY FRENCH DRAIN AS
DIRECTED BY COUNCIL (STAGE 1).

75mm

125mm THICK N25 CONCRETE WITH SL72 MESH
50mm TOP COVER. MESH TO HAVE 50mm
COVER TO ALL EDGES.

50mm THICK OF 20mm CLASS 3 CRUSHED
ROCK OR CLASS 3 CRUSHED CONCRETE
MECHANICALLY COMPACTED.

200mm THICK N25 CONCRETE WITH SL82 MESH
50mm TOP COVER. MESH TO HAVE 50mm
COVER TO ALL EDGES.

100mm THICK OF 20mm CLASS 3 CRUSHED
ROCK OR CLASS 3 CRUSHED CONCRETE
MECHANICALLY COMPACTED.

WARNING

BEWARE - UNDERGROUND SERVICES

THE LOCATIONS OF EXISTING UNDERGROUND SERVICES ARE

APPROXIMATE ONLY AND THEIR EXACT DEPTH AND LOCATION

SHOULD BE VERIFIED AND PROVEN  ON SITE BY THE APPROPRIATE

SERVICE PROVIDERS PRIOR TO ANY SITE EXCAVATION. NO

GUARANTEE IS GIVEN THAT ALL EXISTING SERVICES ARE SHOWN.
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SHARED USER PATH (SUP) AND ASSOCIATED DRAINAGE (STAGE 1)

OFFICER SOUTH ROAD, OFFICER

NOTES

GENERAL

1. THE CONTRACTOR IS TO VERIFY THE LOCATION AND DEPTH OF ALL UTILITY SERVICES PRIOR TO 
CARRYING OUT WORKS, INCLUDING VIA OBTAINING “DIAL BEFORE YOU DIG” INFORMATION.

2. ALL WORK SHALL BE CARRIED OUT IN ACCORDANCE WITH CARDINIA SHIRE COUNCIL AND/OR THE
ENGINEERING DESIGN AND CONSTRUCTION MANUAL (EDCM)  STANDARD DRAWINGS AND
SPECIFICATIONS UNLESS SPECIFIED OTHERWISE.

3. EXISTING LEVELS ARE TAKEN FROM SURVEY POINTS, CONTOURS SHALL BE USED AS A GUIDE TO
SURFACE LEVELS ONLY AS THESE ARE INTERPOLATED.

4. APPROPRIATE CONSTRUCTION METHODS SHALL BE ADOPTED TO ENSURE THAT THERE IS NO DAMAGE
OR DISTURBANCE TO EXISTING ASSETS.

5. ALL WORKS ARE TO INCLUDE THE REINSTATEMENT OF ALL EXISTING ASSETS AFFECTED / DAMAGED BY
THE CIVIL WORKS AND CLEAN UP TO THE SATISFACTION OF THE SUPERINTENDENT & RELEVANT
AUTHORITIES.  THIS INCLUDES BUT IS NOT LIMITED TO, LANDSCAPING, FENCES, PAVEMENTS AND
KERBS.

6. ADJUST SERVICE FITTINGS AROUND SITE TO SUIT, WHERE NEW FINISHED SURFACE APPLIES.

7. ALL CONCRETE WORKS TO BE COMPLETED TO AS3600 INCLUDING PLACING, COMPACTING AND CURING.

8. A ROAD OPENING PERMIT SHALL BE OBTAINED FROM COUNCIL BEFORE UNDERTAKING ANY WORKS
WITHIN THE ROAD RESERVE.

9. A TRAFFIC MANAGEMENT PLAN IS TO BE APPROVED BY COUNCIL PRIOR TO COMMENCEMENT OF ANY
WORKS.

10. TRAFFIC MANAGEMENT IS TO BE UNDERTAKEN IN ACCORDANCE WITH THE ROAD MANAGEMENT ACT
2004 AND AS1742.3. ALL SIGNAGE (TEMPORARY AND PERMANENT) SHALL BE CLASS 1 REFLECTIVE
GRADE.

11. AN APPROVED COPY OF PLANS AND SPECIFICATIONS SHALL BE AVAILABLE AT THE SITE OFFICE AT ALL
TIMES DURING CONSTRUCTION.

12. ALL WORK PRACTICES SHALL COMPLY WITH THE OCCUPATIONAL HEALTH & SAFETY ACT AND ALL
RELEVANT REGULATIONS AND CODES OF SITE EROSION CONTROL AND MINIMISATION MEASURES
SHALL BE ADOPTED AT ALL TIMES IN ACCORDANCE WITH THE ENVIRONMENTAL PROTECTION
AUTHORITY'S ENVIRONMENTAL GUIDELINES FOR MAJOR CONSTRUCTION SITES.

13. ALL DISTURBED LINEMARKING TO BE REINSTATED IN ACCORDANCE WITH AS1742.1 AND TO BE LONG
LIFE THERMOPLASTIC IN ACCORDANCE WITH VICROADS SECTION 721.

14. ALL NEW LINEMARKING TO BE IN ACCORDANCE WITH AS1742.1 AND TO BE LONG LIFE THERMOPLASTIC
IN ACCORDANCE WITH VICROADS SECTION 724.

15. ALL LEVELS ARE TO AUSTRALIAN HEIGHT DATUM.

16. BATTERS SHALL BE MINIMUM 1:6 FOR FILL AND MAXIMUM 1:4 FOR CUT, UNLESS OTHERWISE SHOWN

17. ALL DISTURBED AREAS ARE TO BE COVERED WITH TOPSOIL TO A MINIMUM DEPTH OF 100mm. NO
TOPSOIL IS TO BE REMOVED FROM SITE AND ANY EXCESS IS TO BE SPREAD OVER THE SITE. SITE TO BE
EVENLY GRADED AND LEFT CLEAN TO THE SATISFACTION OF THE SUPERINTENDENT.

18. THE LOCATION OF ALL EXISTING SIGNS AND STREET FURNITURE ARE TO BE RECORDED PRIOR TO THE
COMMENCEMENT OF WORKS AND ANY REMOVED TO MAKE WAY FOR THE WORKS ARE TO BE
REINSTATED TO ORIGINAL POSITION OR TO A LOCATION AS DIRECTED BY SUPERVISING ENGINEER,
UNLESS OTHERWISE NOTED.

19. PRIOR TO COMMENCEMENT OF WORKS, THE CONTRACTOR IS TO ESTABLISH THE TPZ AS A "NO GO
ZONE" AND CLEARLY MARKED WITH BARRIERS. NO EQUIPMENT IS TO BE PARKED IN THE TPZ, NO
EXCESS SOIL IS TO BE STOCKPILED IN THE TPZ, NO MECHANICAL EARTHWORKS EXCAVATION IS TO BE
UNDERTAKEN IN THE TPZ.

SITE

1. PLASTIC MESH FENCING (BARRIER MESH) MUST BE USED TO PROTECT WORKSITE AND ALL
APPROPRIATE SIGNS TO THE SATISFACTION OF THE SUPERVISING ENGINEER.

2. THE CONTRACTOR IS TO NOTIFY ALL RESIDENTS BY LETTER REGARDING ACCESS RESTRICTIONS TO
THEIR PROPERTIES.

3. IT IS THE CONTRACTORS RESPONSIBILITY TO TRANSFER ANY TBM'S THAT MAY BE AFFECTED BY THE
WORKS PRIOR TO THEIR REMOVAL.

4. SETOUT DIMENSIONING AND RADII ARE FROM SETOUT LINE OF KERB UNLESS OTHERWISE SHOWN, SEE
DETAIL.

EARTHWORKS

1. THE CONTRACTOR IS TO VERIFY ALL LEVELS WITH THE SUPERVISING ENGINEER PRIOR TO
COMMENCING ANY PAVEMENT WORKS.

2. ALL DISTURBED AREAS OUTSIDE THE WORKS ARE TO BE REINSTATED TO MATCH THE EXISTING
CONDITIONS.

3. REMOVAL OF VEGETATION OTHER THAN IS SHOWN ON THE PLAN IS TO BE DONE UNDER COUNCIL
DIRECTION.

4. ALL OTHER TREES ARE TO BE RETAINED UNLESS OTHERWISE DIRECTED BY THE SUPERVISING
ENGINEER.

5. THE CONTRACTOR SHALL NOT CAUSE ANY DAMAGE TO TREE BRANCHES OR TREE TRUNKS.

SERVICING

1. THE CONTRACTOR SHALL STRICTLY COMPLY WITH "NO GO ZONE" CLEARANCE REQUIREMENTS WHEN
WORKING WITHIN THE VICINITY OF OVERHEAD ELECTRICAL ASSETS/CABLES. FOR ANY OPERATION
WHICH ENCROACHES ON THE 3.0M "NO GO ZONE", THE CONTRACTOR SHALL OBTAIN A WRITTEN PERMIT
TO WORK FROM WORKSAFE. FOR FURTHER INFORMATION ON "NO GO ZONE" CLEARANCE
REQUIREMENTS, REFER TO CURRENT WORKSAFE VICTORIA PUBLICATIONS
(WWW.WORKSAFE.VIC.GOV.AU)

2. THE LOCATION OF ALL EXISTING SERVICES IS BASED ON INFORMATION SUPPLIED BY THE RELEVANT
AUTHORITIES AND IS APPROXIMATE ONLY. THE CONTRACTOR SHALL DETERMINE THE LOCATION OF ALL
SERVICES BEFORE COMMENCING WORKS AND PROTECT THE SAME FOR THE DURATION OF THE
WORKS. THE CONTRACTOR SHALL ADVISE THE SUPERINTENDENT OF ANY REQUIRED ALTERATIONS.

SEDIMENT CONTROL

1. CONTRACTORS SHALL ENSURE THAT ALL WORKS COMPLY WITH THE REQUIREMENTS OF THE
ENVIRONMENT PROTECTION AUTHORITY PUBLICATION "CONSTRUCTION TECHNIQUES FOR SEDIMENT
POLLUTION CONTROL"-EPA PUBLICATION NO. 175.

2. CONTRACTORS SHALL INSTALL MEASURES TO ENSURE ANY SEDIMENT OR LITTER GENERATED AS A
RESULT OF THE WORKS IS CONTAINED ON THE SITE. THESE MEASURES SHALL INCLUDE DEVICES SUCH
AS SILT FENCES WHICH ARE TO BE LOCATED AT ALL SOURCES OF SEDIMENT SUCH AS EARTHWORKS
STOCKPILED, ENDS OF ROAD EXCAVATION, DRAINAGE INLETS ETC.

3. CONTRACTORS SHALL ENSURE THAT VEHICLES ASSOCIATED WITH THE WORKS DO NOT DEPOSIT DIRT
OR RUBBISH ONTO ROADS. ANY MATERIAL DEPOSITED SHALL BE PROMPTLY CLEANED UP WITHOUT
CONTAMINATING ANY WATERWAY.

4. THE CONTRACTORS SHALL BE RESPONSIBLE FOR THE MAINTENANCE OF ALL SEDIMENT AND LITTER
CONTROL DEVICES THROUGHOUT THE DURATION OF THE PROJECT AND THE CONTRACT MAINTENANCE
PERIOD.

OCCUPATIONAL HEALTH AND SAFETY.

IN THE DESIGN AND DEVELOPMENT OF THESE PLANS, JCA LAND CONSULTANTS HAVE, AS FAR AS
REASONABLY PRACTICABLE, COMPLIED WITH THOSE REQUIREMENTS OF "DESIGNERS" AS PER THE OHS ACT
2004 AND OHS REGULATIONS 2007.

JCA LAND CONSULTANTS, FOR THE PURPOSES OF THE OHS ACT 2004 AND OHS REGULATIONS 2007, ARE NOT
IN ANY WAY DEEMED THE PRINCIPAL CONTRACTOR, OWNER OR EMPLOYER WITH RESPECT TO THIS
PROJECT.

ALL OHS CONSTRUCTION COMPLIANCE REQUIREMENTS IN THE EXECUTION OF THESE PLANS ARE THE SOLE
RESPONSIBILITY OF THE NOMINATED AND AUTHORISED ENTITY AS PER:

· SECTION 21 & 22 OF THE OHS ACT 2004
· PART 5 "CONSTRUCTION" AND OTHER RELEVANT SECTIONS OF THE OHS REGULATIONS 2007

JCA LAND CONSULTANTS RECOMMENDS THAT THE DEVELOPER AND/OR NOMINATED AND AUTHORISED
ENTITY SEEK PROFESSIONAL OHS ADVICE IN ALL MATTERS OF CONSTRUCTION SAFETY PRIOR TO
CONSTRUCTION.
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NO.

101 OVERALL PLAN, SHEET INDEX, NOTES AND TYPICAL DETAILS 33260_C1.dwg 01

201 DETAIL PLAN 33260_C2.dwg 01

301 SUP LONGITUDINAL SECTION 33260_C3.dwg 01
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TEMPORARY BENCHMARK SETOUT

TBM I.D EASTING NORTHING R.L (AHD)

P.S.M  1 (IN PATH) 360397.761 5785499.094 31.33

T.B.M. 2 (RIVET IN WINGWALL) 360413.939 5785495.289 31.40

T.B.M. 3 (RIVET IN CONCRETE) 360422.478 5785575.872 31.70

T.B.M. 4 (RIVET IN PATH) 360435.929 5785665.782 32.66TYPICAL SHARED USER PATH DETAIL
SCALE: 1:20

SHARED USER PATH PAVEMENT
AS PER EDCM 401

HEAVY DUTY SHARED USER PATH PAVEMENT
FOR USE WHERE HEAVY DUTY VEHICLE CROSSINGS EXIST. REFER SHEET 201 FOR LOCATIONS.

AS PER EDCM 503.
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NOTES

PROPERTY BOUNDARY:
1. PROPERTY BOUNDARIES ARE BASED ON CADASTRAL INFORMATION.

EXISTING SERVICES:
1. SERVICES SHOWN ON THESE PLANS ARE BASED ON BEFORE YOU DIG PLANS

AND SERVICE PROVING INFORMATION PROVIDED BY CARDINIA SHIRE COUNCIL
(QL-B & QL-D).

SIGNAGE AND LINEMARKING:
1. SIGNAGE AND LINEMARKING TO BE INSALLED IN ACCORDANCE WITH

AS1742.2:2009 AND VICROADS SUPPLMENT TO AS1742.2.

DRAINAGE:
1. TEMPORARY FRENCH DRAIN AS DIRECTED BY COUNCIL (STAGE 1).

NOTE: ALL CO-ORDINATES SHOWN ARE TO MGA2020 ZONE 55
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WARNING

BEWARE - UNDERGROUND SERVICES

THE LOCATIONS OF EXISTING UNDERGROUND SERVICES ARE

APPROXIMATE ONLY AND THEIR EXACT DEPTH AND LOCATION

SHOULD BE VERIFIED AND PROVEN  ON SITE BY THE APPROPRIATE

SERVICE PROVIDERS PRIOR TO ANY SITE EXCAVATION. NO

GUARANTEE IS GIVEN THAT ALL EXISTING SERVICES ARE SHOWN.
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